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a naif of overlapping covershcets, both sheets include a nanmMe fita i on the 

opening adhesive tape. 
Brief description of the drawings 

Fig. 1 shows a schematic diagram of the construction of a conventional oil-soluble 

patch. 

Fig. 2 shows a schematic diagram of the construction of a conventional aqueous 

patch. t 
Fig. 3 shows a schematic diagram of the construction of a conventional OK Bandage. 

Fig 4 shows a schematic diagram in exploded cross-section of a preferred 
embodiment of the aqueous patch according to the invention. 

Fig « shows a schematic diagram in composition cross-section of a preferred 
embodiment of the aqueous patch according to the invention. 

Fig. 6 shows a schematic diagram of use of a preferred embodiment of the aqueous 
patch according to the invention. 
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(Translation) 
£ parch Result 

Particulars 

1) Type of Patent: New Utility Model 

2) Publication No.: 376748 

3) Publication Date: 1 1 December 1999 

4) Certificate No.: 153791 

5) International Patent Classification: A61M 37/00 

6) Title of Invention: AQUEOUS PATCH 

7) Application No.: 088200349 

8) Filing Date; 1 1 January 1999 

9) Inventor: Si- Jen Huang 

10) Patentee: Taiwan 3-masts Pharmaceutical Technologies Company Limited 
Claim 

] . An aqueous patch comprising: 

a substrate, onto which an adhesive layergin a suitable size is adhered; 

an aqueous medicament layer in a size of slightly smaller than that of the adhesive 
layer wherein a layer of waterproof glue is adhered to the bottom surface of the 
layer' and then the layer is adhered to the center of the adhesive layer to allow the 
area of the adhesive layer, which is larger in size than lhat of the medicament layer 
and surrounds the medicament layer, not to be covered; 

a protective film, which is removable and covers the top of the aqueous medicament 
layer; 

a opening adhesive tape, which is adhered to the side of the protective film and is 
close to the edges; 
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